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VanGaa Lighting Co. , Limited is an internationally recognized company that focus on energy efficient LED technology for professional studio and 

stage lighting fixtures. We are involved the business of lighting fixtures designing, manufacturing, selling, events and project designing, installation, 

after-sales service and others.  

VanGaa Lighting is established on 2006 in Guangzhou, and we have made up our own factory on 2009 which owns three production lines now. We 

design and developed the professional studio lighting fixtures, such as the LED Fresnel Spot Light, LED Profile Spot Light, LED Meeting Room Panel 

Light, and the stage lighting fixtures, such as LED Moving Head Light, LED Par Light, Moving Head Light. Our company incorporates the latest in 

production processes and quality assurance to ensure that its products meet the highest standards of quality and refinement. The products made by 

this manufacturer strictly comply with ISO9001:2008, ISO14001:2004, CE and RoSH safety standards.

Our company's reputation is founded upon innovative, pragmatic design and manufacture of a focused and professional range of LED studio and 

stage lights. According to our principle “Achieving Users' Value”, we design, manufacture and popularize the quality, professional and practical 

fixtures for studio and entertainment. 

Our Principles

Environment friendly and Energy frugally, lighting the green world

Supply Reliable Quality Product

Deliver on Time

Offer Professional Technical support

Invest in R&D and stay at the forefront of technology

Rigorously test everything we make

Initiative to communicate with our customers

Innovation, Quality and Performance, We are Achieving Users' Value!

bout us
Professional LED Studio Light & Stage Light Factory

VanGaa--Achieving Users' Value!A
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LED Fresnel Spot Light Series

Product details

Light sources 300W high CRI COB LED Lamp 

Input power AC100-240V,50/60Hz

Product model

Power 300W

CRI Ra ≥97≥95, or Ra

Color temp. 3200K/5600K

Dimmer 0-100% linear dimmer 

Beam angle 15-60degree, manual zoom

Cooling system Copper tube convector

Control mode DMX512/Demo/Manual

IP rating IP 20

Accessories

Net weight

Barn doors, power cable, signal cable

6.8kg

Body size

Control panel

DMX channel
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300W LED Fresnel Spot Light Specification

VG-PB300W

300W high CRI COB LED Lamp 

AC100-240V,50/60Hz

300W

Ra ≥97≥95, or Ra

3200K/5600K

0-100% linear dimmer 

15-60degree, motorize&manual zoom

Copper tube convector

DMX512/Demo/Manual

IP 20

Barn doors, power cable, signal cable

7.5kg

LCD displ y+4 buttonsa

2CH/3CH

455*265*292mm

VG-PB300W-D
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Zoom StrobeDimmer

15° strobe close
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VG-PB300W DMX Channel VG-PB300W-D DMX Channel

Flicker
Free

QUALIFIED 
TV & Film

16
bit

Motorize
ZOOM

DMX
512
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LED Fresnel Spot Light Series

Product details

Light sources 200W high CRI COB LED Lamp 

Input power AC100-240V,50/60Hz

Product model

Power 200W

CRI Ra ≥97≥95, or Ra

Color temp. from 3200K-5600K, adjustable

Dimmer 0-100% linear dimmer 

Beam angle 15-60degree, manual zoom

Cooling system Copper tube convector

Control mode DMX512/Demo/Manual

IP rating IP 20

Accessories

Net weight

Barn doors, power cable, signal cable

5.8kg

Body size

Control panel

DMX channel

LCD displ y+4 buttonsa

4CH/5CH

455mm(17.91in)
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200W Bi-color LED Fresnel Spot Light Specification

VG-PB200W-C

200W high CRI COB LED Lamp 

AC100-240V,50/60Hz

200W

Ra ≥97≥95, or Ra

from 3200K-5600K, adjustable

0-100% linear dimmer 

15-60degree, manual

Copper tube convector

DMX512/Demo/Manual

IP 20

Barn doors, power cable, signal cable

6.5kg

LCD displ y+4 buttonsa

5CH/6CH

455*265*292mm

VG-PB200W-C-D
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LED Fresnel Spot Light Series

Product details

Light sources 200W RGBW 4in1 LED lamp 

Input power AC100-240V,50/60Hz

Product model

Power 220W

CRI /

Color RGBW 4in1 color mixing

Dimmer 0-100% linear dimmer 

Beam angle 15-60degree, manual zoom

Cooling system Copper tube convector

Control mode DMX512/Demo/Manual

IP rating IP 20

Accessories

Net weight

Barn doors, power cable, signal cable

8kg

Body size

Control panel

DMX channel

LCD displ y+4 buttonsa
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200W LED Fresnel Spot Light Specification

VG-PB200D

200W high CRI COB LED Lamp 

AC100-240V,50/60Hz

250W

Ra ≥97≥95, or Ra

3200K/5600K

0-100% linear dimmer 

15-60degree, motorize&manual zoom

Copper tube convector

DMX512/Demo/Manual

IP 20

Barn doors, power cable, signal cable

7.5kg

LCD displ y+4 buttonsa

2CH/3CH

455*265*292mm

VG-PB200W-D

3CH 1

%

0% 0

100% 255

2 3

Zoom StrobeDimmer

15° strobe close

pulse-effect
in sequences
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strobe

60°

VG-PB200D DMX Channel VG-PB200W-D DMX Channel

Flicker
Free

QUALIFIED 
TV & Film

DIM 4
Dimming 
Curves

16
bit

Motorize
ZOOM

DMX
512

LED Fresnel Spot Light Series

Product details

Light sources 200W high CRI COB LED Lamp 

Input power AC100-240V,50/60Hz

Product model

Power 250W

CRI Ra≥92

Color temp. 3200K/5600K

Dimmer 0-100% linear dimmer 

Beam angle 15-65degree, manual zoom

Cooling system Copper tube convector

Control mode RDM, DMX512, Color correction

IP rating IP 20

Accessories

Net weight

Barn doors, power cable, signal cable

6.5kg

Body size

Control panel

DMX channel

LCD displ y+4 buttonsa

4CH

546*346*270mm

Color Correction 200W LED Fresnel Spot Light Specification

VG-PL250W

200W RGBW 4in1 LED lamp 

AC100-240V,50/60Hz

250W

/

RGBW color mixing

0-100% linear dimmer 

15-65degree, manual zoom

Copper tube convector

IP 20

Barn doors, power cable, signal cable

7kg

LCD displ y+4 buttonsa

11CH

546*346*270mm

VG-PL250D

Flicker
Free

QUALIFIED 
TV & Film

DIM 4
Dimming 
Curves

16
bit

DMX
512

RGBW

200W high CRI COB LED Lamp 

AC100-240V,50/60Hz

250W

Ra ≥97≥95, or Ra

3200K/5600K

0-100% linear dimmer 

15-60degree, manual zoom

Copper tube convector

DMX512/Demo/Manual

IP 20

Barn doors, power cable, signal cable

6kg

LCD displ y+4 buttonsa
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455*265*292mm
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LED Fresnel Spot Light Series

Product details

455mm(17.91in)
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100W LED Fresnel Spot Light

Flicker
Free

QUALIFIED 
TV & Film

DIM 4
Dimming 
Curves

16
bit

Motorize
ZOOM

DMX
512

LED Profile Spot Light Series

Product details

Light sources 400W high CRI COB LED Lamp 

Input power AC100-240V,50/60Hz

Product model

Power 450W

CRI Ra≥92

Color temp. 3200K/5600K optional

Dimmer 0-100% linear dimmer 

Beam angle 14/19/26/36 degree

Cooling system Copper tube convector

Control mode RDM, DMX512, Color correction

IP rating IP 20

Accessories

Net weight

Gobo clip, color paper clip, cables

10kg

Body size

Control panel

DMX channel

LCD displ y+4 buttonsa

4CH

589*302*265mm

Color Correction 400W LED Profile Spot Light Specification

VG-LVF400A

400W RGBAL 5in1 LED lamp 

AC100-240V,50/60Hz

450W

/

RGBAL color mixing

0-100% linear dimmer 

14/19/26/36 degree

Copper tube convector

IP 20

Gobo clip, color paper clip, cables

11kg

LCD displ y+4 buttonsa

12CH

589*302*265mm

VG-LVF400G

Flicker
Free

QUALIFIED 
TV & Film

DIM 4
Dimming 
Curves

16
bit

DMX
512RDM

RDM, DMX512, Color correction

4CH 1

%

0% 0

100% 255

2 3 4

Dimmer
Dim
Fine

Strobe Dim 4

Dim 1

Dim 2

Dim 3

Dim 4
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128

192

255

VG-LVF400G DMX ChannelVG-LVF400A DMX Channel

Light sources 100W high CRI COB LED Lamp 

Input power AC100-240V,50/60Hz

Product model

Power 150W

CRI Ra ≥97≥95, or Ra

Color temp. 3200K/5600K

Dimmer 0-100% linear dimmer 

Beam angle 15-60degree, manual zoom

Cooling system Copper tube convector

Control mode DMX512/Demo/Manual

IP rating IP 20

Accessories

Net weight

Barn doors, power cable, signal cable

5.8kg

Body size

Control panel

DMX channel

LCD displ y+4 buttonsa

1CH/2CH

455*265*292mm

Specification

VG-PB100W

100W high CRI COB LED Lamp 

AC100-240V,50/60Hz

150W

Ra ≥97≥95, or Ra

3200K/5600K

0-100% linear dimmer 

15-60degree, motorize&manual zoom

Copper tube convector

DMX512/Demo/Manual

IP 20

Barn doors, power cable, signal cable

6.5kg

LCD displ y+4 buttonsa

2CH/3CH

455*265*292mm

VG-PB100W-D

3CH 1

%

0% 0

100% 255

2 3

Zoom StrobeDimmer

15° strobe close

pulse-effect
in sequences

random
strobe

60°

1CH 1

%

0% 0

100% 255

Dimmer

VG-PB100W DMX Channel VG-PB100W-D DMX Channel

0 1 2 63 4 5

5m

3m

1m

1m

3m

5m

6m

4m

2m

0m

2m

4m

6m
lux

Distance(m)

1
5
°

CRI: Ra≥95

22300 1850 67858833200K

0 1 2 63 4 5

5m

3m

1m

1m

3m

5m

6m

4m

2m

0m

2m

4m

6m
lux

Distance(m)

6
0
°

CRI: Ra≥95

5679 540 29619303200K

RGBAL

12CH 1

%

0% 0

100% 255

Red 
dimmer

2 3 4 5 6 7 8 9

Color
Tempe.

Dimmer
MacroGreen

dimmer
Blue 
dimmer

Amber
dimmer

1800K

10000K

10 11

Dim
FineColor

Function

255

255

010

000

Invalid

Color
Fade

Color
Change

Strobe

strobe close

4 Dim

Dim 1

Dim 2

Dim 3

Dim 4

64

128

192

255

12

Lemon
dimmer

213mm(8.39in)

302mm(11.89in)

1
7

5
m

m
(6

.8
9

in
)

589mm(23.19in)

239mm(9.41in)

309mm(12.17in)

2
1

3
m

m
(8

.3
9

in
)

2
6

0
m

m
(1

0
.2

4
in

)
3

2
6

m
m

(1
2

.8
3

in
)
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LED Profile Spot Light Series

Product details

LED Profile Spot Light Series

Product details

Light sources 300W high CRI COB LED Lamp 

Input power AC100-240V,50/60Hz

Product model

Power 350W

CRI Ra ≥≥85 or Ra 92 optional

Color temp. 3200K/5600K optional

Dimmer 0-100% linear dimmer 

Beam angle 19/26/36/50 degree

Cooling system Copper tube convector

Control mode DMX512, manual

IP rating IP 20

Accessories

Net weight

Gobo clip, color paper clip, cables

10.5kg

Body size

Control panel

DMX channel

LCD displ y+4 buttonsa

2CH

684*360*536mm

300W LED Profile Spot Light Specification

VG-LVF300A

Flicker
Free

QUALIFIED 
TV & Film

16
bit

DMX
512

4CH 1

%

0% 0

100% 255

2 3 4

Dimmer
Dim
Fine

Strobe Dim 4

Dim 1

Dim 2

Dim 3

Dim 4

64

128

192

255

VG-LVF220D DMX ChannelVG-LVF220A DMX Channel

Light sources 200W high CRI COB LED Lamp 

Input power AC100-240V,50/60Hz

Product model

Power 250W

CRI Ra≥92

Color temp. 3200K/5600K optional

Dimmer 0-100% linear dimmer 

Beam angle 14/19/26/36 degree

Cooling system Copper tube convector

Control mode RDM, DMX512, Color correction

IP rating IP 20

Accessories

Net weight

Gobo clip, color paper clip, cables

10kg

Body size

Control panel

DMX channel

LCD displ y+4 buttonsa

4CH

589*302*265mm

Color Correction 200W LED Profile Spot Light Specification

VG-LVF220A

200W RGBW 4in1 LED lamp 

AC100-240V,50/60Hz

250W

/

RGBW color mixing

0-100% linear dimmer 

14/19/26/36 degree

Copper tube convector

IP 20

Gobo clip, color paper clip, cables

11kg

LCD displ y+4 buttonsa

11CH

589*302*265mm

VG-LVF220D

Flicker
Free

QUALIFIED 
TV & Film

DIM 4
Dimming 
Curves

16
bit

DMX
512RDM

RDM, DMX512, Color correction

RGBW

11CH 1

%

0% 0

100% 255

Red 
dimmer

2 3 4 5 6 7 8 9

Color
Tempe.

Dimmer
MacroGreen

dimmer
Blue 
dimmer

White
dimmer

1800K

10000K

10 11

Dim
FineColor

Function

255

255

010

000

Invalid

Color
Fade

Color
Change

Strobe

strobe close

4 Dim

Dim 1

Dim 2

Dim 3

Dim 4

64

128

192

255

757mm(29.8in)

684mm(26.93in)

360mm(14.17in)

5
3

6
m

m
(2

1
.1

in
)

2
1

1
m

m
(8

.3
1

in
)

2CH 1

%

0% 0

100% 255

2

Strobe

strobe close

pulse-effect
in sequences

random
strobe

Dimmer

0 1 2 3 4 5 6 7 8 9 10
0 0.33 0.67 1.0 1.34 1.67 2.0 2.34 2.68 3.01 3.35

75334 16198 6808 3820 2638
569100 30562 9950 4958 3075

5m

3m

1m

1m

3m

5m

6m

4m

2m

0m

2m

4m

6m
lux

Distance(m)
Diameter(m)

1
9
°

0 1 2 3 4 5 6 7 8 9 10
0 0.65 1.3 1.95 2.6 3.25 3.9 4.55 5.2 5.85 6.5

36876 8765 3871 2750 1609
222110 16044 5410 2885 1952

5m

3m

1m

1m

3m

5m

6m

4m

2m

0m

2m

4m

6m
lux

Distance(m)
Diameter(m)

3
6
°

0 1 2 3 4 5 6 7 8 9 10
0 0.46 0.92 1.39 1.85 2.31 2.77 3.23 3.69 4.16 4.62

49154 11060 4802 2744 1990
344540 20510 6890 3521 2313

5m

3m

1m

1m

3m

5m

6m

4m

2m

0m

2m

4m

6m
lux

Distance(m)
Diameter(m)

2
6
°

213mm(8.39in)

302mm(11.89in)

1
7

5
m

m
(6

.8
9

in
)

589mm(23.19in)

239mm(9.41in)

309mm(12.17in)

2
1

3
m

m
(8

.3
9

in
)

2
6

0
m

m
(1

0
.2

4
in

)
3

2
6

m
m

(1
2

.8
3

in
)
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LED Profile Spot Light Series

Product details

LED Profile Spot Light Series

Product details

Light sources 180W high CRI COB LED Lamp 

Input power AC100-240V,50/60Hz

Product model

Power 200W

CRI Ra≥92 

Color temp. 3200K/5600K optional

Dimmer 0-100% linear dimmer 

Beam angle 19/26/36/50 degree

Cooling system Copper tube convector

Control mode DMX512, manual

IP rating IP 20

Accessories

Net weight

Gobo clip, color paper clip, cables

7.5kg

Body size

Control panel

DMX channel

LCD displ y+4 buttonsa

3CH

645*260*250mm

180W LED Profile Spot Light Specification

VG-LVF150A

Flicker
Free

QUALIFIED 
TV & Film

16
bit

DMX
512

200W LED Profile Spot Light

585mm(23.03in)

660mm(25.98in)

3
6

0
m

m
(1

4
.1

7
in

)

465mm(18.31in)

2CH 1

%

0% 0

100% 255

2

Strobe

strobe close

pulse-effect
in sequences

random
strobe

Dimmer

0 1 2 3 4 5 6 7 8 9 10
0 0.33 0.67 1.0 1.34 1.67 2.0 2.34 2.68 3.01 3.35

53810 11570 4862 2723 1884
406500 21830 7112 3541 2194

5m

3m

1m

1m

3m

5m

6m

4m

2m

0m

2m

4m

6m
lux

Distance(m)
Diameter(m)

1
9
°

0 1 2 3 4 5 6 7 8 9 10
0 0.46 0.92 1.39 1.85 2.31 2.77 3.23 3.69 4.16 4.62

35100 7907 3423 1960 1428
246100 14650 4922 2515 1652

5m

3m

1m

1m

3m

5m

6m

4m

2m

0m

2m

4m

6m
lux

Distance(m)
Diameter(m)

2
6
°

0 1 2 3 4 5 6 7 8 9 10
0 0.65 1.3 1.95 2.6 3.25 3.9 4.55 5.2 5.85 6.5

26340 6261 2765 1964 1149
158650 11460 3864 2061 1394

5m

3m

1m

1m

3m

5m

6m

4m

2m

0m

2m

4m

6m
lux

Distance(m)
Diameter(m)

3
6
°

Strobe

strobe close

pulse-effect
in sequences

random
strobe

3CH 1

%

0% 0

100% 255

2 3

Dimmer
Color
Temp. 

VG-LVF200A DMX Channel VG-LVF200B DMX Channel

Light sources

Input power

Product model

Power

CRI

Color 

Dimmer

Beam angle

Cooling system

Control mode

IP rating

Accessories

Net weight

Body size

Control panel

DMX channel

Specification

Flicker
Free

QUALIFIED 
TV & Film

16
bit

DMX
512

High CRI 200W COB LED

AC100-240V,50/60Hz

250W

Ra Ra≥95 optional≥85/

3200K/5600K optional

0-100% linear dimmer 

13/19/26/36degree optional

Copper tube convector

DMX512/Demo/Manual

IP 20

Gobo clip, power cable, signal cable

6.4kg

LCD displ y+4 buttonsa

2CH

660*360*465mm

VG-LVF200A

High CRI 200W COB LED

AC100-240V,50/60Hz

250W

Ra Ra≥95 optional≥85/

3000-6700K adjustable

0-100% linear dimmer 

19/26/36/50 degree optional

Copper tube convector

DMX512/Demo/Manual

IP 20

Gobo clip, power cable, signal cable

6.4kg

LCD displ y+4 buttonsa

3CH

660*360*465mm

VG-LVF200B

High CRI 200W COB LED

AC100-240V,50/60Hz

250W

Ra Ra≥95 optional≥85/

RGBW 4in1

0-100% linear dimmer 

19/26/36/50degree optional

Copper tube convector

DMX512/Demo/Manual

IP 20

Gobo clip, power cable, signal cable

6.4kg

LCD displ y+4 buttonsa

9CH

660*360*465mm

VG-LVF200C

RGBW

180W RGBW 4in1 LED lamp

AC100-240V,50/60Hz

200W

/

RGBW 4in1 color mixing

0-100% linear dimmer 

19/26/36/50 degree

Copper tube convector

DMX512, manual

IP 20

Gobo clip, color paper clip, cables

7.5kg

LCD displ y+4 buttonsa

9CH

645*260*250mm

VG-LVF150C

646mm(25.43in)

2
4

7
m

m
(9

.7
2

in
)

258mm(10.16in)

7.5kg(16.53lb)

3CH 1

%

0% 0

100% 255

2 3

Strobe

strobe close

Dimmer 4 Dim

Dim 1

Dim 2

Dim 3

Dim 4

64

128

192

255

0 1 2 3 4 5 6 7 8 9 10
0 1.24 1.8 2.48 3.15

3100 1390 870 680 335
3410 1585 960 756

5m

3m

1m

1m

3m

5m

6m

4m

2m

0m

2m

4m

6m
3200K lux

Distance(m)
Diameter(m)

1
9
°

11 12 13 14 15
5.03

6500K lux 390

0 1 2 3 4 5 6 7 8 9 10
0 1.85 2.77 3.70 4.62

1850 830 698 590 250
1950 905 786 650

5m

3m

1m

1m

3m

5m

6m

4m

2m

0m

2m

4m

6m
3200K lux

Distance(m)
Diameter(m)

11 12 13 14 15
6.93

6500K lux 305

2
6
°

0 1 2 3 4 5 6 7 8 9 10
0 2.20 3.80 4.30 6.20

1100 756 526 405 192
1210 840 630 518

5m

3m

1m

1m

3m

5m

6m

4m

2m

0m

2m

4m

6m
3200K lux

Distance(m)
Diameter(m)

11 12 13 14 15
9.00

6500K lux 240

3
6
°

0 1 2 3 4 5 6 7 8 9 10
0 3.73 5.60 7.46 9.33

695 360 203 160 86
750 425 290 218

5m

3m

1m

1m

3m

5m

6m

4m

2m

0m

2m

4m

6m
3200K lux

Distance(m)
Diameter(m)

11 12 13 14 15
14.00

6500K lux 115

5
0
°

9CH 1

%

0% 0

100% 255

Red 
dimmer

2 3 4 5 6 7 8 9

Color
Tempe.

Dimmer
Rainbow
Effect DemoStrobe

Green
dimmer

Blue 
dimmer

White
dimmer

3000K

7000K

strobe close

pulse-effect
in sequences

random
strobe

VG-LVF150A DMX Channel VG-LVF150C DMX Channel

10
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LED Profile Spot Light Series

Product details

LED Profile Spot Light Series

Product details

4CH 1

%

0% 0

100% 255

2 3 4

Dimmer
Dim
Fine

Strobe Dim 4

Dim 1

Dim 2

Dim 3

Dim 4

64

128

192

255

VG-LVF220Z DMX Channel

Color Correction 400W Zoom LED Profile Spot Light

VG-LVF220Z-G DMX Channel

Light sources 400W high CRI COB LED Lamp 

Input power AC100-240V,50/60Hz

Product model

Power 450W

CRI Ra≥92

Color temp. 3200K/5600K optional

Dimmer 0-100% linear dimmer 

Beam angle 17-50 degree

Cooling system Copper tube convector

Control mode RDM, DMX512, Color correction

IP rating IP 20

Accessories

Net weight

Gobo clip, color paper clip, cables

11kg

Body size

Control panel

DMX channel

LCD displ y+4 buttonsa

4CH

648*340*213mm

Specification

VG-LVF400Z

400W RGBAL 5in1 LED lamp 

AC100-240V,50/60Hz

450W

/

RGBAL color mixing

0-100% linear dimmer 

17-50 degree

Copper tube convector

IP 20

Gobo clip, color paper clip, cables

12kg

LCD displ y+4 buttonsa

12CH

648*340*213mm

VG-LVF400Z-G

RDM, DMX512, Color correction

Flicker
Free

QUALIFIED 
TV & Film

DIM 4
Dimming 
Curves

16
bit

DMX
512RDMRGBAL

4CH 1

%

0% 0

100% 255

2 3 4

Dimmer
Dim
Fine

Strobe Dim 4

Dim 1

Dim 2

Dim 3

Dim 4

64

128

192

255

VG-LVF400Z-G DMX ChannelVG-LVF400Z DMX Channel

12CH 1

%

0% 0

100% 255

Red 
dimmer

2 3 4 5 6 7 8 9

Color
Tempe.

Dimmer
MacroGreen

dimmer
Blue 
dimmer

Amber
dimmer

1800K

10000K

10 11

Dim
FineColor

Function

255

255

010

000

Invalid

Color
Fade

Color
Change

Strobe

strobe close

4 Dim

Dim 1

Dim 2

Dim 3

Dim 4

64

128

192

255

12

Lemon
dimmer

Color Correction 200W Zoom LED Profile Spot Light

Light sources 200W high CRI COB LED Lamp 

Input power AC100-240V,50/60Hz

Product model

Power 250W

CRI Ra≥92

Color temp. 3200K/5600K optional

Dimmer 0-100% linear dimmer 

Beam angle 17-50 degree

Cooling system Copper tube convector

Control mode RDM, DMX512, Color correction

IP rating IP 20

Accessories

Net weight

Gobo clip, color paper clip, cables

11kg

Body size

Control panel

DMX channel

LCD displ y+4 buttonsa

4CH

648*340*213mm

Specification

VG-LVF220Z

200W RGBAL 5in1 LED lamp 

AC100-240V,50/60Hz

250W

/

RGBAL color mixing

0-100% linear dimmer 

17-50 degree

Copper tube convector

IP 20

Gobo clip, color paper clip, cables

12kg

LCD displ y+4 buttonsa

12CH

648*340*213mm

VG-LVF220Z-G

RDM, DMX512, Color correction

3
2

6
m

m
(1

2
.8

3
in

)

239mm(9.41in)
648mm(25.51in)

2
1

3
m

m
(8

.3
9

in
)

2
6

0
m

m
(1

0
.2

4
in

)

213mm(8.39in)

302mm(11.89in)

340mm(13.39in)

3
2

6
m

m
(1

2
.8

3
in

)

239mm(9.41in)
648mm(25.51in)

2
1

3
m

m
(8

.3
9

in
)

2
6

0
m

m
(1

0
.2

4
in

)

213mm(8.39in)

302mm(11.89in)

340mm(13.39in)

Flicker
Free

QUALIFIED 
TV & Film

DIM 4
Dimming 
Curves

16
bit

DMX
512RDMRGBAL

12

12CH 1

%

0% 0

100% 255

Red 
dimmer

2 3 4 5 6 7 8 9

Color
Tempe.

Dimmer
MacroGreen

dimmer
Blue 
dimmer

Amber
dimmer

1800K

10000K

10 11

Dim
FineColor

Function

255

255

010

000

Invalid

Color
Fade

Color
Change

Strobe

strobe close

4 Dim

Dim 1

Dim 2

Dim 3

Dim 4

64

128

192

255

12

Lemon
dimmer
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LED Profile Spot Light Series

Product details

LED Soft Video Sky Panel Light Series

Product details

VG-HTC1568C  DMX Channel

Zoom LED Profile Spot Light

Light sources 300W high CRI COB LED Lamp 

Input power AC100-240V,50/60Hz

Product model

Power 350W

CRI Ra≥92

Color temp. 3200K/5600K optional

Dimmer 0-100% linear dimmer 

Beam angle 17-50 degree

Cooling system Copper tube convector

Control mode DMX512, Color correction

IP rating IP 20

Accessories

Net weight

DMX Cable; Power cable

10.5kg

Body size

Control panel

DMX channel

LCD displ y+4 buttonsa

3CH

618*194*200mm

Specification

VG-LVF300Z

Flicker
Free

QUALIFIED 
TV & Film

DIM 4
Dimming 
Curves

16
bit

DMX
512

Bi-

color

VG-LVF300Z/VG-LVF200Z DMX Channel

250W LED Soft Video Sky Panel Light

Light sources 1568pcs bi-color 0.2W led lamps

Input power AC100-240V,50/60Hz

Product model

Power 250W

CRI Ra≥95/97

Color temp. 3200K-5600K optional

Dimmer 0-100% linear dimmer 

Beam angle 17-50 degree

Cooling system Copper tube convector

Control mode DMX512, Master/slave, Auto-run

IP rating IP 20

Accessories

Net weight

Gobo clip, color paper clip, cables

8.2kg

Body size

Control panel

DMX channel

LCD displ y+4 buttonsa

4CH/5CH

675*320*93mm

Specification

VG-HTC1568C

1
9

4
m

m
(7
.

6
4

in
)

618mm(24.33in)

3CH 1

%

0% 0

100% 255

2 3

Strobe

strobe close

Dimmer 4 Dim

Dim 1

Dim 2

Dim 3

Dim 4

64

128

192

255

0 4 6 8 10 15
0 1.2 1.79 2.40 2.99 4.49

5m

3m

1m

1m

3m

5m

6m

4m

2m

0m

2m

4m

6m

Distance(m)
Diameter(m)

1
7
°

3050 780
430

250
1290

200W 3200Klux

0 4 6 8 10 15
0 2.25 3.78 4.29 6.31 9.46

5m

3m

1m

1m

3m

5m

6m

4m

2m

0m

2m

4m

6m

Distance(m)
Diameter(m)

1350 340
236

120
562

lux

5
0
°

1
7
°

strobe close

pulse-effect
in sequences

random
strobe

5CH 1

%

0% 0

100% 255

General
Dimmer

WW
Dimmer

2 3 4 5

Fixed
Color Temp.

CW
Dimmer Strobe

200W high CRI COB LED Lamp 

AC100-240V,50/60Hz

250W

Ra≥92

3200K/5600K optional

0-100% linear dimmer 

17-50 degree

Copper tube convector

DMX512, Color correction

IP 20

DMX Cable; Power cable

10kg

LCD displ y+4 buttonsa

3CH

618*194*200mm

VG-LVF200Z

200W high CRI COB LED Lamp 

AC100-240V,50/60Hz

250W

Ra≥92

3200K-5600K optional

0-100% linear dimmer 

17-50 degree

Copper tube convector

DMX512, Color correction

IP 20

DMX Cable; Power cable

10kg

LCD displ y+4 buttonsa

5CH

618*194*200mm

VG-LVF160Z-B

VG-LVF160Z-B DMX Channel

675mm(26.57in)

3
2

0
m

m
(1

2
.6

in
)

615mm(24.24in)

8.2kg(18.07lb) 9
3

m
m

(3
.6

6
in

)

4CH 1

%

0% 0

100% 255

General
Dimmer

WW
Dimmer

2 3 4

Fixed
Color Temp.

CW
Dimmer

strobe close

pulse-effect
in sequences

random
strobe

5CH 1

%

0% 0

100% 255

General
Dimmer

WW
Dimmer

2 3 4 5

Fixed
Color Temp.

CW
Dimmer Strobe

Flicker
Free

QUALIFIED 
TV & Film

16
bit

DMX
512

Bi-

color

14
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LED Soft Video Sky Panel Light Series

Product details

LED Soft Video Sky Panel Light Series

Product details

LED Soft Video Sky Panel Light

Light sources 1200pcs 0.2W high CRI LED

Input power AC100-240V,50/60Hz

Product model

Power 120W

CRI Ra≥95

Color temp. 3200K-5600K adjustable

Dimmer 0-100% linear dimmer 

Beam angle 120 degree

Cooling system Natural cooling, no fan

Control mode DMX512/Demo/Manual

IP rating IP 20

Accessories

Net weight

Barndoor; DMX and Power cable

5.5kg

Body size

Control panel

DMX channel

LCD displ y+4 buttonsa

4CH/5CH

570*265*109mm

Specification

VG-HTC1200C

Flicker
Free

QUALIFIED 
TV & Film

16
bit

DMX
512

Bi-

color

VG-HTC1200C DMX Channel

200W LED Soft Video Sky Panel Light

Light sources 1200pcs bi-color 0.2W led lamps

Input power AC100-240V,50/60Hz

Product model

Power 200W

CRI Ra≥95

Color temp. 3200K-5600K adjustable

Dimmer 0-100% linear dimmer 

Beam angle 120 degree

Cooling system Natural cooling, no fan

Control mode DMX512, Master/slave, Auto-run

IP rating IP 20

Accessories

Net weight

Barndoor; DMX cable; Power cable

9kg

Body size

Control panel

DMX channel

LCD displ y+4 buttonsa

4CH/5CH

480*270*127mm

Specification

VG-HTC490C

630pcs 0.2W high CRI LED

AC100-240V,50/60Hz

120W

Ra Ra≥97≥92; or  

3200K/5600K optional

0-100% linear dimmer 

120 degree

Natural cooling, no fan

DMX512/Demo/Manual

IP 20

Barndoor; DMX and Power cable

5.5kg

LCD displ y+4 buttonsa

1CH/2CH

570*265*109mm

VG-HTC630

480pcs 0.2W RGB 3in1 LED, 480pcs 0.2W 3200K LED

150W

/

3200K-5600K adjustable

0-100% linear dimmer 

120 degree

Natural cooling, no fan

DMX512/Demo/Manual

IP 20

Barndoor; DMX and Power cable

5.5kg

LCD displ y+4 buttonsa

7CH/8CH

570*265*109mm

VG-HTC1440G

and 480pcs 0.2W 3200K LED

4CH 1

%

0% 0

100% 255

General
Dimmer

WW
Dimmer

2 3 4

Fixed
Color Temp.

CW
Dimmer

570mm(22.44in)

2
6

5
m

m
(1

0
.4

3
in

)

6
4

m
m

(2
.5

2
in

)

510mm(20.08in)

5.5kg(12.13lb)

45mm(1.77in)

233mm(9.17in)

0 1 2 63 4 5

1100 480 150

1020 140 40
69

5m

3m

1m

1m

3m

5m
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4m

2m

0m

2m

4m

6m
lux

Distance(m)

1
2

0
°

4005600K

3200K

CRI: Ra≥92

2100 290 105850full(4000K)

1CH 1

%

0% 0

100% 255

General
Dimmer

strobe close

pulse-effect
in sequences

random
strobe

2CH 1

%

0% 0

100% 255

General
Dimmer

2

Strobe

0 1 2 63 4 5

2862 319 130

5m

3m

1m

1m

3m

5m

6m

4m

2m

0m

2m

4m

6m
lux

Distance(m)

1
2

0
°

6955600KCRI: Ra≥92 188

Flicker
Free

QUALIFIED 
TV & Film

16
bit

DMX
512

Bi-

color

1200pcs 3200K/5600K 0.2W led lamps

AC100-240V,50/60Hz

200W

Ra≥95

3200K/5600K optional

0-100% linear dimmer 

120 degree

Natural cooling, no fan

DMX512, Master/slave, Auto-run

IP 20

Barndoor; DMX cable; Power cable

8.2kg

LCD displ y+4 buttonsa

1CH/2CH

480*270*127mm

VG-HTC490

480mm(18.9in)

2
7

0
m

m
(1

0
.6

3
in

)

1
2

7
m

m
(5

in
)480mm(18.9in)

9kg(19.84lb)

VG-HTC490C DMX Channel

4CH 1

%

0% 0

100% 255

General
Dimmer

WW
Dimmer

2 3 4

Fixed
Color Temp.

CW
Dimmer

1CH 1

%

0% 0

100% 255

General
Dimmer

strobe close

pulse-effect
in sequences

random
strobe

2CH 1

%

0% 0

100% 255

General
Dimmer

2

Strobe
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1400 180 100
104
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4m
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6m
lux

Distance(m)

1
2

0
°

6305600K

3200K

CRI: Ra≥92

2800 370 1901270full(4000K)

0 1 2 63 4 5

3020 890 243

4420 363 138
120
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3m
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4m

6m
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Distance(m)

1
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0
°

12305600K

3200K

CRI: Ra≥92

16

VG-HTC630 DMX Channel VG-HTC490 DMX Channel
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LED Soft Video Sky Panel Light Series

Product details

LED Cyclorama Light Series

Product details

RDM Function LED Soft Video Sky Panel Light

Light sources 240pcs 0.5W 3200K and 240pcs 0.5W 5600K LEDs 

Input power AC100-240V,50/60Hz

Product model

Power 200W

CRI Ra≥90

Color temp. 3200K-5600K adjustable

Dimmer 0-100% linear dimmer 

Beam angle 170 degree

Cooling system Natural cooling, no fan

Control mode RDM/DMX512/Demo/Manual

IP rating IP 20

Accessories

Net weight

Barndoor; DMX and Power cable

6kg

Body size

Control panel

DMX channel

LCD displ y+4 buttonsa

6CH

542*266*128mm

Specification

VG-HTC480C

Flicker
Free

QUALIFIED 
TV & Film

DIM 4
Dimming 
Curves

16
bit

DMX
512

Bi-

color

VG-HTC480 DMX Channel

Color Correction 400W LED Cyclorama Light

Light sources 200pcs seven colors brand led lamps, (R:48; G:32; B:24; 
Royal blue: 16; Cyan: 16; Amber: 24; Lime green: 40)

Input power AC100-240V,50/60Hz

Product model

Power 400W

CRI Ra≥97

Color quality >90, from 2700K-8000K

Color range >1670 thousand colors

Cooling system mute fan

Control mode DMX512, Master/slave, Auto-run

IP rating IP 20

Accessories

Net weight

Barndoor; DMX cable; Power cable

15kg

Body size

Control panel

DMX channel

LCD displ y+4 buttonsa

7CH/9CH/11CH/15CH/17CH/22CH

D617*W310*H328mm

Specification

VG-LB2600

VG-HTC480C DMX Channel

480pcs 0.5W 3200K/5600K high CRI LED

AC100-240V,50/60Hz

200W

Ra≥90

3200K/5600K optional

0-100% linear dimmer 

120 degree

Natural cooling, no fan

RDM/DMX512/Demo/Manual

IP 20

Barndoor; DMX and Power cable

6kg

LCD displ y+4 buttonsa

4CH

542*266*128mm

VG-HTC480

0 1 2 63 4 5

1120 580 240

1150 250 60
59

5m

3m

1m

1m

3m

5m

6m

4m

2m

0m

2m
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6m
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Distance(m)

1
7

0
°

5505600K

3200K

CRI: Ra≥92

2300 310 120900full(4000K)

0 1 2 63 4 5

3250 450 245

5m

3m

1m

1m

3m

5m

6m

4m

2m

0m

2m

4m

6m
lux

Distance(m)

1
7

0
°

8405600KCRI: Ra≥92 287

Flicker
Free

QUALIFIED 
TV & Film

16
bit

DMX
512

1
2

8
m

m
(5

.0
4

in
)

266mm(10.47in)

542mm(21.34in)

2
6

4
m

m
(1

0
.3

9
in

)

647mm(25.47in)

3
8

6
m

m
(1

5
.2

in
)

1
9

6
m

m
(7

.7
2

in
)

6kg(13.23lb)

6CH 1

%

0% 0

100% 255

3200K 
dimmer

2 3 4 5 6

Dimmer
5600K
dimmer

Dim
FineStrobe

strobe close

4 Dim

Dim 1

Dim 2

Dim 3

Dim 4

64

128

192

255

4CH 1

%

0% 0

100% 255

2 3 4

Dimmer
Dim
Fine

Strobe Dim 4

Dim 1

Dim 2

Dim 3

Dim 4

64

128

192

255

Color mixing system HSIC(brightness/hue/saturability/color temperature)

RDM

18



19

LED Cyclorama Light Series

Product details

LED Cyclorama Light Series

Product details

108x3W LED Cyclorama Light

Flicker
Free

QUALIFIED 
TV & Film

16
bit

DMX
512

60x3W LED Cyclorama Light

Flicker
Free

QUALIFIED 
TV & Film

16
bit

DMX
512

Light sources 108pcs 3W LED lamps

Input power AC100-240V,50/60Hz

Product model

Power 350W

Quantity of LED R: 27; G: 27; B: 27; W: 27

Life span of LED 50000h

Dimmer 0-100% linear dimmer 

Beam angle 60*120degree

Cooling system High quality radiator, fan without noise

Control mode DMX512/Demo/Manual

IP rating IP 20

Accessories

Net weight

Barn doors, power cable, signal cable

8.5kg

Body size

Control panel

DMX channel

digital displ y+4 buttonsa

8CH

480*270*127mm

Specification

VG-LB1083

480mm(18.9in)

2
7

0
m

m
(1

0
.6

3
in

)

127mm(5in)

480mm(18.9in)

8CH 1

%

0% 0

100% 255

2 3 4 5 6 7 8

Strobe

strobe close

pulse-effect
in sequences

random
strobe

Dimmer
Color 
Autorun

Red Green Blue White

A
u

to
r
u

n
 S

p
e
e
d

Max

Min

sound active

Autorun
speed

0 2 4 6 8
0 3 6 12 21

1460 430 216 135

20m

12m

4m

20m

12m

4m

24m

16m

8m

0m

8m

16m

24m
RGBW lux:

Distance(m)
Diameter(m)

1
2

0
°

600 171 85 53White lux:
391 110 55 34Blue lux:
423 112 63 29Green lux:
100 29 18 12Red lux:

Light sources 60pcs 3W LED lamps

Input power AC100-240V,50/60Hz

Specification

Power 180W

Quantity of LED R: 14; G: 14; B: 14; W: 18

Life span of LED 50000h

Dimmer 0-100% linear dimmer 

Beam angle 60*120degree

Cooling system High quality radiator, fan without noise

Control mode DMX512/Demo/Manual

IP rating IP 20

Accessories

Net weight

Barn doors, power cable, signal cable

4.5kg

Body size

Control panel

DMX channel

digital tube displ y+4 buttonsa

8CH

505*200*125mm

505mm(19.88in) 125mm(4.92in)

2
0

0
m

m
(7

.8
7

in
)

8CH 1

%

0% 0

100% 255

2 3 4 5 6 7 8

Strobe

strobe close

pulse-effect
in sequences

random
strobe

Dimmer
Color 
Autorun

Red Green Blue White

A
u

to
r
u

n
 S

p
e
e
d

Max

Min

sound active

Autorun
speed

0 2 4 6 8
0 3 6 12 21

890 250 129 80

20m

12m

4m

20m

12m

4m

24m

16m

8m

0m

8m

16m

24m
RGBW lux:

Distance(m)
Diameter(m)

1
2

0
°

270 80 38 24White lux:
280 80 41 26Blue lux:
240 65 34 22Green lux:
130 35 18 12Red lux:

Product model VG-LB603

20
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LED Audience Blinder Light Series

Product details

LED Audience Blinder Light Series

400W LED Audience Blinder Light

16
bit

DMX
512

400W LED Audience Blinder Light
Light sources 4pcs 100W COB LED lamp (warm white/cool white/bi-color)

Input power AC100-240V,50/60Hz

Specification

Power 450W

Quantity of LED 4pcs 100W COB warm white LED lamps

Life span of LED 50000h

Dimmer 0-100% linear dimmer 

Working temp. -25-+45℃

Cooling system High quality radiator, fan without noise

Control mode DMX512/Demo/Manual

IP rating IP 65

Accessories

Net weight

Handle, power cable, signal cable

10.5kg

Body size

Control panel

DMX channel

digital tube displ y+4 buttonsa

1/2/4/8CH

370*370*100mm

Beam angle 45degree

370mm(14.57in)

100mm(3.94in) 100mm(3.94in)

75mm(2.95in)

210mm(8.27in)

10.5kg(23.15lb)

8CH 1

%

0% 0

100% 255

2 3 4 5 6 7 8

Function
Choose

 S
p

e
e
d

Slowest

Fastest

Function
Speed

Strobe

strobe close

random
strobe

Dimmer
Lamp 1
Dimmer

Lamp 2
Dimmer

Lamp 3
Dimmer

Lamp 4
Dimmer

Jump

Fade

Sound 
active

Product model VG-COB4-O

Light sources 4pcs 100W COB LED lamp

Input power AC100-240V,50/60Hz

Specification

Power 450W

Quantity of LED 4pcs 100W COB warm white LED lamps

Life span of LED 50000h

Dimmer 0-100% linear dimmer 

Working temp. -25-+45℃

Cooling system High quality radiator, fan without noise

Control mode DMX512/Demo/Manual

IP rating IP 20

Accessories

Net weight

Handle, power cable, signal cable

10.5kg

Body size

Control panel

DMX channel

digital tube displ y+4 buttonsa

1/2/4/8CH

360*370*200mm

Beam angle 45degree

Product model VG-AB4

Light sources 100W COB LED lamp

Input power AC100-240V,50/60Hz

Specification

Power 250W

Quantity of LED 2pcs 100W COB warm white LED lamps

Life span of LED 50000h

Dimmer 0-100% linear dimmer 

Working temp. -25-+45℃

Cooling system High quality radiator, fan without noise

Control mode DMX512/Demo/Manual

IP rating IP 20

Accessories

Net weight

Handle, power cable, signal cable

5.5kg

Body size

Control panel

DMX channel

digital tube displ y+4 buttonsa

6CH

380*150*180mm

Beam angle 45degree

Product model VG-AB2200W LED Audience Blinder Light

22
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LED Moving Head Light Series

Product details

LED Moving Head Light Series

200W 3in1 LED Moving Head Spot Beam Light 150W LED Moving Head Spot Light
Light sources 200W High Output white 7500K COB LED lamp

Input power AC90-240V,50/60Hz

Specification

Power 300W

Light output 25200lux@4m, 7°, 3260lux@4m, 21°

Life span of LED 50000h

Dimmer 0-100% linear dimmer 

Working temp. -25-+45℃

Cooling system High quality mute fans

Control mode DMX512/Master-slave/Auto-run/Sound active

IP rating IP 20

Accessories

Net weight

Hanging bridge, power cable, signal cable

15.5kg

Body size

Control panel

DMX channel

LCD displ y+4 buttonsa

18CH

343Dx239Wx537Hmm

Zoom angle 7-21°

3
9

2
m

m
(1

5
.4

3
in

)

4
6

6
m

m
(1

8
.3

5
in

)

343mm(13.5in)

338mm(13.31in)

15.5kg(34.17lb)

5
3

7
m

m
(2

1
.1

4
in

)

239mm(9.41in)

232mm(9.13in)

18CH 1

%

0% 0

100% 255

Pan

Fo
re

lit
e

Fo
re

lit
e

Forelite

Tilt

Forelite

Fo
re

lit
e

2 3 4 5 6 7 8 9

Pan fine Tilt fine

B
E

A
M

B
E

A
M

B
E

A
M

B
E

A
M

B
E

A
M

Pan/Tilt
Speed

M
o

v
in

g 
S

p
e
e
d

Max

Min

normal

blackout 
by wheels

blackout 
by moving

Color 
wheel

Gobo
wheel

Dimmer Strobe

strobe close

pulse-effect
in sequences

random
strobe

10 11 12 13 14 15 16 17 18

FocusRotating
gobo

Rotating gobo
rotates

Prism
rotation

Prism Frost

open

max frost

Zoom

beam:
7°-21°

Macro

M
a

c
ro

Reset

reset

b
la

n
k

0m

4m

8m

8m

4m

Distance(m)

8m

30 2 7

Illuminance(lux) white 25200 11800 6750

7°

54 6 8  1

0m

4m

8m

8m

4m

Distance(m)

8m

30 2 7

Illuminance(lux) white 3260 1530 860

21°

54 6 8  1

Product model VG-LM200C

Product details

270mm(10.63in)
3

3
0

m
m

(1
2

.9
9

in
)

4
7

0
m

m
(1

8
.5

in
)

280mm(11.02in)

270mm(10.63in)

11.5kg(25.35lb)

Light sources 150W High Output white COB LED lamp

Input power AC90-240V,50/60Hz

Specification

Power 250W

Light output 3450lux@5m, white color

Life span of LED 50000h

Dimmer 0-100% linear dimmer 

Working temp. -25-+45℃

Cooling system High quality mute fans

Control mode DMX512/Master-slave/Auto-run/Sound active

IP rating IP 20

Accessories

Net weight

Hanging bridge, power cable, signal cable

11.5kg

Body size

Control panel

DMX channel

LCD displ y+4 buttonsa

16/14/12/10CH

270*270*470mm

Beam angle 15degree, with focus function

10CH 1

%

0% 0

100% 255

Pan

Fo
re

lit
e

Fo
re

lit
e

Forelite

2 3 4 5 6 7 8 9 10

Pan/Tilt
Speed

M
o

v
in

g 
S

p
e
e
d

Max

Min

normal

blackout 
by wheels

blackout 
by moving

Color 
wheel

Static 
gobo wheel Prism

Prism
rotation

FocusStrobe

strobe close

pulse-effect
in sequences

random
strobe

DimmerTilt

B
E

A
M

B
E

A
M

B
E

A
M

0m

4m

8m

8m

4m

Distance(m)

8m

30 2 7

Illuminance(lux) white 18550 8660 3450 1968

15°

5

Gobo size(cm) 880 65 156108

Product model VG-LM150S
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LED Moving Head Light Series

Product details

LED Moving Head Light Series

Aura 7pcs 40W LED Moving Head Beam Wash  Light Aura 19pcs 15W LED Moving Head Beam Wash  Light

Product details

Light sources 7pcs 40W RGBW 4in1 LED lamp

Input power AC90-240V,50/60Hz

Specification

Power 320W

Beam angle 10-60degree

Control mode DMX-512; Master/slave; Demo

Control panel LCD display+4 buttons

Shell material ABS

Dimmer 0-100% linear dimmer

Strobe 1-25time/s

IP rating IP 20

Accessories

Net weight

Hanging bridge, power cable, signal cable

9.2kg

Body size

DMX channel

Projection distance

14CH

4-30m

325*188*395mm

3
9

5
m

m
(1

5
.5

5
in

)

325mm(12.8in)

3
3

5
m

m
(1

3
.1

9
in

)

9.2kg(20.28lb)

188mm(7.4in)

0m

4m

8m

8m

4m

Distance(m)

8m

20 1 6

Illuminance(lux) full 85000 75000 30000 12260

15°

4

Gobo size(cm) 330 17 6550

red 19500 14200 4000 1510
green 28600 22000 7500 3230
blue 40700 38000 11000 5010
white 50120 41500 12000 5190

0m

4m

8m

8m

4m

Distance(m)

8m

20 1 6

Illuminance(lux) full 28000 7300 2700 1269

60°

4

Gobo size(cm) 1430 74 270200

red 3200 1100 385 200
green 7050 2200 695 305
blue 10300 3600 1080 506
white 10200 3400 1030 432

14CH 1

%

0% 0

100% 255

Pan

Fo
re

lit
e

Fo
re

lit
e

Forelite

Tilt

Forelite

Fo
re

lit
e

2 3 4 5 6 7 8 9 10 11 12 13 14

Pan fine Tilt fine

B
E

A
M

B
E

A
M

B
E

A
M

B
E

A
M

B
E

A
M

Pan/Tilt

Speed

M
o

v
in

g 
S

p
e
e
d

Max

Min

Color 
wheel effect Zoom

beam:
15°-60°

Shutter

strobe close

pulse-effect
in sequences

random
strobe

DimmerReset

No function

Reset all

No function

Red Green Blue White

Light sources 19pcs 15W RGBW 4in1 LED lamp

Input power AC90-240V,50/60Hz

Specification

Power 250W

Beam angle 10-60degree

Control mode DMX-512; Master/slave; Demo

Control panel LCD display+4 buttons

Shell material ABS

Dimmer 0-100% linear dimmer

Strobe 1-25time/s

IP rating IP 20

Accessories

Net weight

Hanging bridge, power cable, signal cable

9.2kg

Body size

DMX channel

Projection distance

14CH

4-30m

325*188*395mm

7 8 9 10 11 12 13 14

Reset Strobe

strobe close

pulse-effect
in sequences

random
strobe

14CH 1

%

0% 0

100% 255

Fo
re

lit
e
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re

lit
e

Forelite

Forelite
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e

2 3 4 5 6

B
E

A
M

B
E

A
M

B
E

A
M

B
E

A
M

B
E

A
M

M
o

v
in

g 
S

p
e
e
d

Max

Min

normal

blackout 
by wheels

blackout 
by moving

Pan TiltPan fine Tilt fine XY speed

M
o

v
in

g 
S

p
e
e
d

Max

Min

normal

blackout 
by wheels

blackout 
by moving

Dimmer Red Green Blue White
Color 
mixing Zoom

10°

60°

3
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5
m

m
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5
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5
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)

325mm(12.8in)

3
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5
m

m
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3
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9
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)

9.2kg(20.28lb)

188mm(7.4in)

0m

4m

8m

8m

4m

Distance(m)

8m

20 1 6

Illuminance(lux) full 85000 75000 30000 12260

15°

4

Gobo size(cm) 330 17 6550

red 19500 14200 4000 1510
green 28600 22000 7500 3230
blue 40700 38000 11000 5010
white 50120 41500 12000 5190

0m

4m

8m

8m

4m

Distance(m)

8m

20 1 6

Illuminance(lux) full 28000 7300 2700 1269

60°

4

Gobo size(cm) 1430 74 270200

red 3200 1100 385 200
green 7050 2200 695 305
blue 10300 3600 1080 506
white 10200 3400 1030 432

Product model Swift 740 Product model Swift 1915Z
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LED Moving Head Light Series

Product details

Moving Head Light Series

4 Heads 32W LED DJ Moving Head Beam Spot Light 350W 17R 3in1 Moving Head Spot Beam Light

Product details

Specification

Product model VG-4HS432D

Light sources 4pcs 32W RGBW 4in1 brightness LED lamps

Input power AC90-240V,50/60Hz

Power 150W

Beam angle 8degree

Control mode DMX-512; Master/slave; Demo; Sound active

Control panel LCD display+4 buttons

Pan/tilt 540/270degree

Dimmer 0-100% linear dimmer

Strobe 1-25time/s

IP rating IP 20

Accessories

Net weight

Power cable, signal cable

11kg

Body size

DMX channel

Projection distance

6CH/12CH/14CH/27CH

4-30m

1000*260*90mm

Light sources 350W 17R lamp

Input power AC90-240V,50/60Hz

Specification

Power 550W

Life span of lamp 2000h

Color wheel 13 colors + white

Gobo wheel 12 rotation gobos, 17 fixed gobos, with gobo rotation function

Prism 1pc 12-prism

Dimmer 0-100% linear dimmer

Strobe 1-25time/s

Zoom angle 2.5-42degree

Accessories

Net weight

Hanging bridge, power cable, signal cable

21kg

Body size

Control panel

DMX channel

LCD display + 4 buttons

16CH/24CH

380*240*590mm
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Moving Head Light Series

Product details

Moving Head Light Series

Supper Beam Moving Head Light 230W 7R Moving Head Beam Sharpy Light

Product details

Specification

Product model VG-SB330

Light sources YODN 330 16R

Input power AC110-240V,50/60Hz

Power 330W

Pan 540degree(16bit)

Tilt 270degree(16bit)

Control panel LCD display+4 buttons

Color wheel 13 colors + white

Gobo wheel 13 gobos + white

Strobe 1-13time/s

IP rating IP 20

Accessories

Net weight

Power cable, signal cable

18kg

Body size

DMX channel

Projection distance

18CH

5-100m

330*230*590mm

Supper Beam Moving Head Light Specification

Product model VG-SB330A

Light sources YODN 330 16R

Input power AC110-240V,50/60Hz

Power 330W

Pan 540degree(16bit)

Tilt 270degree(16bit)

Control panel LCD display+4 buttons

Color wheel 13 colors + white

Gobo wheel 13 gobos + white

Strobe 1-13time/s

IP rating IP 20

Accessories

Net weight

Power cable, signal cable

15kg

Body size

DMX channel

Projection distance

18CH

5-100m

330*230*590mm

VG-SB260A

YODN 260

AC110-240V,50/60Hz

260W

540degree(16bit)

270degree(16bit)

LCD display+4 buttons

13 colors + white

13 gobos + white

1-13time/s

IP 20

Power cable, signal cable

15kg

18CH

5-100m

330*230*590mm

VG-SB260

YODN 260

AC110-240V,50/60Hz

260W

540degree(16bit)

270degree(16bit)

LCD display+4 buttons

13 colors + white

13 gobos + white

1-13time/s

IP 20

Power cable, signal cable

18kg

18CH

5-100m

330*230*590mm

Light sources 230W 7R lamp

Input power AC90-240V,50/60Hz

Specification

Power 300W

Life span of lamp 2000h

Color wheel 14 colors + white

Gobo wheel 17 fixed gobos, with gobo rotation function

Prism 1pc 16-prism

Dimmer 0-100% linear dimmer

Strobe 1-25time/s

Beam angle 0-3.8degree

Accessories

Net weight

Hanging bridge, power cable, signal cable

17kg

Body size

Control panel

DMX channel

LCD display + 4 buttons

16CH

364*410*520mm

Light sources 350W 17R lamp

Input power AC90-240V,50/60Hz

Specification

Power 400W

Life span of lamp 2000h

Color wheel 14 colors + white

Gobo wheel 17 fixed gobos, with gobo rotation function

Prism 1pc 8 faces-prism

Dimmer 0-100% linear dimmer

Strobe 1-25time/s

Beam angle 0-2.3degree

Accessories

Net weight

Hanging bridge, power cable, signal cable

28kg

Body size

Control panel

DMX channel

LCD display + 4 buttons

16CH/20CH

456*406*866mm

IP rating Ip55

17R 350W Outdoor Moving Head Spot Beam Light

Product model VG-MH230A

Product model VG-WMH350
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LED Par Light Series LED Par Light Series

Outdoor Colorful 5in1 LED Flat Par Light

Light sources 7pcs 25W RGBWA 5in1 LED Lamp

Input power AC90-240V,50/60Hz

Specification

Power 140W

Life span 500,000h

Color RGBWA color mixing

Beam angle 20degree/30degree/60degree

Control mode DMX-512; Master/slave mode; Demo mode

Dimmer 0-100% linear dimmer

Strobe 1-25time/s

Body material Aluminum die casting

Accessories

Net weight

Power cable, signal cable

6.2kg

Body size

Control panel

DMX channel

Digital tube + 4 buttons

5CH, 8CH

270*256*145mm(without handle), 270*256*310mm(with handle)

IP rating IP 65

Product model Flat 725G

54pcs 4in1/RGBW Outdoor LED Par Light

Light sources 54pcs 10W RGBW 4in1 LED lamps

Input power AC90-240V,50/60Hz

Specification

Power 200W, power factor PF≥0.95

Life span 500,000h

Color RGBW 4in1 color mixing

Beam angle 20degree/45degree optional

Control mode DMX-512; Master/slave mode; Demo mode

Dimmer 0-100% linear dimmer

Strobe 1-25time/s

Body material Aluminum die casting

Accessories

Net weight

Power cable, signal cable

9.5kg

Effect

Control panel

DMX channel

Digital tube + 4 buttons

4CH, 9CH

3200k-10000K color temperature line adjust

IP rating IP 67

Product model VG-LP5412D

54pcs 3W RGBW LED(R:12; G:14; B:14;W:14)

AC90-240V,50/60Hz

165W, power factor PF≥0.95

500,000h

RGBW color mixing

15degree/60degree optional

DMX-512; Master/slave mode; Demo mode

0-100% linear dimmer

1-25time/s

Aluminum die casting

Power cable, signal cable

9kg

Digital tube + 4 buttons

4CH, 9CH

3200k-10000K color temperature line adjust

IP 67

VG-LP354B

Light sources 18pcs 6in1 RGBWAUV LED lamps

Input power AC90-240V,50/60Hz

Specification

Power 200W

Beam angle 25degree(45 degree is optional)

Control mode DMX-512; Master/slave; Demo

Control panel Digital tube display+4 buttons

Shell material Aluminum die casting

Dimmer 0-100% linear dimmer

Strobe 1-25time/s

IP rating IP 65

Accessories

Net weight

Power cable, signal cable

7kg

Body size

DMX channel

Projection distance

10CH

4-15m

260*330*350mm

Light sources 54pcs 3W RGBW LED lamps

Input power AC90-240V,50/60Hz

Specification

Power 200W

Quantity of LED R: 12; G: 14; B: 14; W: 14

Life span of LED 50000h

Beam angle 15/25/45/60degree

DMX channel 8CH

IP rating IP 65

Cooling system Cooling by die casting aluminum shell

Control mode DMX-512; Master/slave; Demo

Accessories

Net weight

Power cable, signal cable

8.5kg

Body size

Dimmer

Control panel

0-100% linear dimmer

Digital tube display + 4 buttons

350*290*290mm

18pcs 6in1 LED Outdoor Par Light

54pcs 3W RGBW Outdoor LED Par Light

Product model VG-LP1818H

Product model VG-LP543B
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LED Par Light Series LED Par Light Series

18pcs 6in1 Slim Outdoor LED Par Light

200W Warm White Outdoor COB LED Par Light

18pcs 6in1 Indoor LED Par Light

54pcs 3W RGBW Indoor LED Par Light

Light sources 18W RGBWAUV 6in1 LED lamps

Input power AC90-240V,50/60Hz

Specification

Power 200W

Quantity of LED 18pcs 18W RGBWAUV 6in1 LED lamps

Life span of LED 50000h

Beam angle 25degree

DMX channel 8CH

IP rating IP 65

Cooling system Cooling by die casting aluminum shell

Control mode DMX-512; Master/slave; Demo

Accessories

Net weight

Power cable, signal cable

7kg

Body size

Dimmer

Control panel

0-100% linear dimmer

Digital tube display + 4 buttons

260*330*350mm

Light sources 1pc 200W COB warm white LED lamp

Input power AC90-240V,50/60Hz

Specification

Power 250W

Life span 500,000h

Color golden white

Beam angle 30degree

Control mode DMX-512; Master/slave mode; Demo mode

Dimmer 0-100% linear dimmer

Strobe 1-25time/s

Body material Aluminum die casting

Accessories

Net weight

Power cable, signal cable

9.5kg

Body size

Control panel

DMX channel

Digital tube + 4 buttons

5CH

240*270*268mm

IP rating IP 65

Light sources 18pcs 6in1 RGBWAUV LED lamps

Input power AC90-240V,50/60Hz

Specification

Power 200W

Beam angle 25degree(45 degree is optional)

Control mode DMX-512; Master/slave; Demo

Control panel Digital tube display+4 buttons

Shell material Aluminum alloy

Dimmer 0-100% linear dimmer

Strobe 1-25time/s

IP rating IP 20

Accessories

Net weight

Power cable, signal cable

3kg

Body size

DMX channel

Projection distance

10CH

4-15m

260*260*400mm

Light sources 54pcs 3W RGBW LED lamps

Input power AC90-240V,50/60Hz

Specification

Power 200W

Quantity of LED R: 12; G: 14; B: 14; W: 14

Life span of LED 50000h

Beam angle 15/25/45/60degree

DMX channel 8CH

IP rating IP 20

Cooling system Active cooling by mute fan

Control mode DMX-512; Master/slave; Demo

Accessories

Net weight

Power cable, signal cable

3.5kg

Body size

Dimmer

Control panel

0-100% linear dimmer

Digital tube display + 4 buttons

260*260*380mm

Product model VG-LP1818HS

Product model VG-LP200-B

Product model VG-LPI1818H

Product model VG-LPI543B
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LED Follow Spot Light Series LED Matrix Blinder Light Series

Zoom Changeable 350W LED Follow Spot Light

Iris Function 350W LED Follow Spot Light

25 Eyes RGB 3in1 LED Matrix Blinder Light

Light sources
350W High brightness LED lamp

Input power AC100-240V,50/60Hz

Specification

Color temperature 8000-8500K

Lifespan more than 50000h

Luminous flux 20000-24000lux

Color wheel 5 colors + open white

Beam angle 10degree

Focus Manual focus

Strobe 1-20 flash/s

IP rating IP 20

Accessories

Net weight

Power cable, user manial

9.9kg

Body size

CTO wheel

Iris

3200K, 4500K, 5600K

electric iris

602*295*272mm

more brightness than 1500w discharge lamp

Product model VG-LFL350

Light sources
350W High brightness LED lamp

Input power AC100-240V,50/60Hz

Specification

Color temperature 8000-8500K

Lifespan more than 50000h

Luminous flux 20000-24000lux

Color wheel 5 colors + open white

Beam angle 7-13degree

Focus Manual focus

Strobe 1-20 flash/s

IP rating IP 20

Accessories

Net weight

Power cable, user manial

11.5kg

Body size

CTO wheel

Iris

3200K, 4500K, 5600K

electric iris

775*263*213mm

more brightness than 1500w discharge lamp

Product model VG-MSL025

Light sources 25pcs 10W RGB 3in1 LED lamps

Input power AC90-240V,50/60Hz

Specification

Power 300W

Color RGB 3in1/Golden white/Cool white

Life span of LED 50000h

Dimmer 0-100% linear dimmer 

Working temp. -25-+45℃

Material of shell Steel

Control mode DMX512/Master-slave/Auto-run/Sound active

IP rating IP 20

Accessories

Net weight

Power cable, signal cable, handler

13kg

Body size

Control panel

DMX channel

Digital tube+4 buttons

1, 3, 5, 25, 75CH

580*580*120mm

Beam angle 30degree

Light sources 5pcs 30W RGB 3in1 LED lamps, (Golden/Cool white optional)

Input power AC90-240V,50/60Hz

Power 150W

Color RGB 3in1 colorful mixing

Life span of LED 50000h

Dimmer 0-100% linear dimmer 

Working temp. -25-+45℃

Cooling system High quality mute fans

Control mode DMX512/Master-slave/Auto-run/Sound active

IP rating IP 20

Accessories

Net weight

Power cable, signal cable

3.5kg

Body size

Control panel

DMX channel

Digital tube+4 buttons

1, 3, 5, 7, 15, 18CH

620Dx160Wx150Hmm

Beam angle 30°

5 Eyes RGB 3in1 30W LED Matrix Blinder Light
Product model VG-MSL530C

Specification

Product model VG-LFL350C
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Control System Series Control System Series

2.4G Wireless DMX Transmitter and Receiver

2 DMX In 8 DMX Out DMX Splitter

1 DMX In 8 DMX Out DMX Splitter Light

1 DMX In 8 DMX Out DMX Splitter Light

Signal strength 2.4G

Receiving distance 500m(without obstruct)

Specification

Control panel 1 buttons

Power supply common power supply

Input voltage AC100V/240V, 50/60Hz

Power consumption 6W

Shell material Aluminum alloy

IP rating IP 20

Accessories

Net weight

Power cable, C connector

1.1kg

Product model VG-DWR2014

Ports 2 DMX in, 8 DMX out

Ports style 3pins or 5pins

Specification

Input power AC230V, 50Hz, or AC110V, 50Hz/60Hz

Power consumption 12W

Machine size 482 *155 x 45mm (19" Rack, 1U)

Net weight 3kg

Product model VG-SP2-8A

Signal style Sweden Wireless Solution

Appearance color black

Ports 1 DMX in, 8 DMX out

Ports style 3pins or 5pins

Specification

Input power AC230V, 50Hz, or AC110V, 50Hz/60Hz

Power consumption 10W

Machine size 280*150*70mm

Net weight 2kg

Product model VG-SP1-8A

Ports 1 DMX in, 8 DMX out

Ports style 3pins or 5pins

Specification

Input power AC230V, 50Hz, or AC110V, 50Hz/60Hz

Power consumption 12W

Machine size 482*155*45mm (19" Rack, 1U)

Net weight 3kg

Product model VG-SP1-8B

Outdoor 2.4G Wireless DMX Transmitter and Receiver
Signal strength 2.4G

Receiving distance 500m(without obstruct)

Specification

Control panel 1 buttons

Power supply common power supply

Input voltage AC100V/240V, 50/60Hz

Power consumption 6W

Shell material Aluminum alloy

IP rating IP 65

Accessories

Net weight

Power cable, C connector

2.5kg

Product model VG-OWS2018

Signal style Sweden Wireless Solution

Appearance color black
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Control System Series Accessaries Series

Input power wide power rang, AC90-240V, 50/60Hz

Power consumption 150W

Specification

Drive ROM-128GB solid state hard drive

Memory RAM-4GB DDR3 1600 memory

Control setting

·1 Level-Wheel
·2 A/B fader (100mm)
·1 Master fader (60mm)
·21 executor Faders(60mm)
·Individually backlit and dimmable silent (click less) keys
·2 internal wide mode touch screens (19" WXGA)

Controllable DMX 512 channels 384

Max fixtures 30

Specification

Max fixture channels 32

Direct call of scenes 30

Chase program 30

Chase speed range 0.03s-180s

Shape control

LCD monitor Yes

Flash-card port Yes

Power 5W

Body size 485*267*85mm

Chase trigger mode

Chase direction control

Auto, music, swing

Forward/inversion

Yes, up to 50 SHAPE generators

Controllable DMX512 channels 1024

Max fixtures 120

Specification

Max fixture channels 32

Direct call of scenes 30

Chase program 30

Input voltage DC9V-12V

Computer support

Visualization Support 3D simulation

Body size 89*76*41mm

Current

DMX output

no less than 300mA

2 DMX output each 512CH)(

Support with PC working and off

Power supply USB or CE standard 9V adapter(option)

Software version Sunlite 1, sunlite 2 optional

Sunlite Suite

384 DMX Channels DMX-512 Console

MA Black Horse DMX Console(Standard)

VG-C18 VG-C1 VG-C8s

VG-S4 VG-S180 VG-S280A

VG-LC003 VG-LC001 VG-LC004
Port

·4 USB connectors  
·1 Audio input
·1 Stereo output
·1 LTC input
·6 DMX-512 outputs
·1 DMX-512 input/output 
·1 ether CON connectors
·1 MIDI output
·1 MIDI input

Product model VG-Sunlite1, VG-Sunlite2

Product model VG-DC384

Product model MA Black Horse
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Theater in Cyprus

Studio Room of Xiangtan TV Station Shiyan TV Station TV Station of Kaiyuan City, Yunnan Studio Room of Shenzhen University

Auditorium of Shaoguan College Theater of Dinghu CollegeLecture Hall of ICBC Hubei Province 

Some Cooperative Enterprises and Institutions

China Mobile Communication Corporation

China Unicom Communication Corporation
Sinopec
China Post
China Merchants Bank
Industrial and Commercial Bank of China
China Police
Land and Resources Bureau of Jiangsu Province
Beijing Media University
Shantou University
Zhejiang Police College
......

Innovation, Quality and Performance

Create a better experience the feeling of light

VanGaa, Achieving Users' Value
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